ALCATEL-LUCENT ENTERPRISE

Aries 20 Headset

Sustainable super light-weight headset for various communi-

cation scenarios

The Alcatel-Lucent Enterprise Aries 20 headset offers a
rich communications experience with excellent appearance,
super light-weight and good quality. Aries 20 is tailored for
business users.

Voice optimization: optimized the speakers focus on voice.
clearer communication and reduce hearing fatigue.

Noise-cancelling: noise cancelling microphone reduces back-
ground noise and interference, highlight your voice and
improve call quality.

Reliable: the metal parts at both ends of the earpiece
ensure the best durability of key parts.

Elegant design: adjustable headband and microphone rod
for all day comfort.

Features Benefits

High-definition speakers with voice optimization Clearer communication and reduce hearing fatigue

Noise-cancelling microphone Highlight your voice and improve call quality

Reliable Greatly reduce the damage rate of headsets

Super light-weight Suitable for long-term wearing

Large earpiece Reduces the pressure on your ear

USB interface Supports Different USB versions, compatible with different kinds of software

Product Overview

Connects to Product Description P/N
PC, Softphone, Deskphone AH 21 U Professional Headset, Corded Monaural o 3MKO8011AA
with USB General Communication softwares
‘; E AH 22 U Professional Headset, Corded Binaural 3SMKOB012AA
PC, Softphone, Deskphone . ) Compatible with Rainbow

ith USB ,
wi AH 22UC Professional Headset, Corded Binaural AVAYA and CISCO UC softwares 3MKO8013AA
S’VCi{ﬁ%féghonev Deskphone AH 22 M Professional USB Headset, Corded Binaural Compatible with Skype for 3MKO8014AA

o ®

Business software
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Technical specifications

SN

Product Name AH 21 U AH 22U AH 22 UC AH 22 M
Audio User sound protection 118 dBA SPL 118 dBA SPL 118 dBA SPL 118 dBA SPL
Speaker size 228 2pcs @ 28 2pcs @ 28 2pcs @ 28
Speaker Max input power 50mwW 50mW 50mwW 50mW
Speaker sensitivity 105+3dB 105+3dB 105+3dB 105+3dB
Speaker frequency range 100Hz~6.8KHz 100Hz"6.8KHz 100Hz"6.8KHz 100Hz"6.8KHz
Microphone type Noise cancelling Noise cancelling Noise cancelling Noise cancelling
Uni-Directional Uni-Directional Uni-Directional Uni-Directional
Microphone sensitivity -38+3dB@1KHz -38+3dB@1KHz -38+3dB@1KHz -38+3dB@1KHz
Microphone frequency range 100Hz-8KHz 100Hz-8KHz 100Hz-8KHz 100Hz-8KHz
Ease of use Intuitive call control unit Yes Yes Yes Yes
Fit & comfort Headset form factor Headband Headband Headband Headband
Boom arm adjustable 330° 330° 330° 330°
Boom arm flexible Yes Yes Yes Yes
Ear cushions 2pcs Foam 4pcs Foam 4pcs Foam 4pcs Foam
Connectivity  Connectivity Deskphone , Deskphone , Deskphone, Deskphone,
softphone softphone softphone softphone
Connection USB-A USB-A USB-A USB-A
Operating range (cord length) 240cm 240cm 240cm 240cm
Headset bandwidth wideband wideband wideband wideband

General

Box content

Packaging dimensions (L x W x H)
Weight (incl. cord)

Certifications

Operating temperature

Warranty

USB headset,
User guide

195148"42mm

93g

2 years limited
warranty

USB headset,
User guide

1957148%42mm

1158

USB headset,
User guide

195%148*42mm

1168

CE, FCC

-5Cto45C

2 years limited

warranty

2 years limited
warranty

USB headset,
User guide

1957148%42mm

1168

2 years limited
warranty
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